
Conducte POLYCRETE® DN 200 - DN 1000

Diametru
interior

Diametru
exterior

Grosime
perete Lungime Forta de compresiune

permisa
Greutate
conducta

mm in mm in mm in mm ft t kN sh tn. kg/m lbs/ft.
200 7.9 275 10.8 37.5 1.5 1 3.3 21 210 24 62 42
250 9.8 360 14.2 55 2.2 1 and 2 3.3 and 6.6 53 530 60 117 79
300 11.8 400 15.7 50 2.0 1 and 2 3.3 and 6.6 51 510 57 122 82
400 15.7 550 21.7 75 3.0 1 and 2 3.3 and 6.6 150 1500 169 249 167
482 19.0 622 24.5 70 2.8 2.44 8 150 1500 169 269 181
500 19.7 660 26.0 80 3.1 2 6.6 190 1900 214 324 218
534 21.0 674 26.5 70 2.8 2.44 8 167 1670 188 300 202
600 23.6 760 29.9 80 3.1 2 6.6 224 2240 252 380 255
700 27.6 860 33.9 80 3.1 2 6.6 240 2400 270 435 292
800 31.5 960 37.8 80 3.1 2 6.6 272 2720 306 490 329
900 35.4 1100 43.3 100 3.9 2 6.6 448 4480 504 700 470
932 36.7 1120 44.1 94 3.7 2.44 8 404 4045 455 680 457

1067 I 42.0 1295 51.0 114 4.5 2.44 8 410 4100 461 950 638
1067 II 42.0 1321 52.0 127 5.0 2.44 8 463 4630 521 1070 719
1143 45.0 1403 55.2 130 5.1 2.44 8 523 5230 589 1175 790

Conducte POLYCRETE® DN 1000 - DN 1800

Diametru
interior

Diametru
exterior

Grosime
perete Lungime Forta de compresiune

permisa
Greutate
conducta

mm in mm in mm in mm ft t kN sh tn. kg/m lbs/ft.
1000 39.4 1184 46.6 92 3.6 3 9.8 414 4140 466 700 470
1200 47.2 1482 58.4 141 5.6 3 9.8 570 5700 641 1327 891
1400 55.1 1720 67.7 160 6.3 3 9.8 740 7400 832 1750 1175
1600 63.0 1940 76.4 170 6.7 3 9.8 890 8900 1001 2100 1410
1800 70.9 2160 85.0 180 7.1 3 9.8 1106 11060 1244 2500 1678

Inel opritor garnitura EPDM manson din otel inoxidabil garnitura EPDM

Inel opritorEpoxy de etansare inel de distributie a presiunii
garnitura de
etansaremanson din otel inoxidabil
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Conducte POLYCRETE® DN 2000 - DN 2600

Diametru
interior

Diametru
exterior

Grosime
perete Lungime Forta de compresiune

permisa
Greutate
conducta

mm in mm in mm in mm ft t kN sh tn. kg/m lbs/ft.
2000 78.7 2390 94.1 195 7.7 3 9.8 1330 13300 1496 3000 2013
2200 86.6 2630 103.5 215 8.5 3 9.8 1670 16700 1878 3700 2483
2400 94.5 2870 113.0 235 9.3 3 9.8 2060 20600 2317 4450 2987
2600 102.4 3100 122.0 250 9.8 3 9.8 2415 24150 2717 5200 3491

Inel opritorEpoxy de etansare inel de distributie a presiunii
garnitura de
etansaremanson din otel inoxidabil
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